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Erosion & Sediment Control  
Best Management Practices 

(BMP’s) 

A quick reference guide to get started on com-
pliance with the City Stormwater Ordinance. 

City of Moline, Public Works Dept 
Engineering Division 
309.524.2363 

 
Best Management Practices (BMP’s) 
BMP’s include a large range of both struc-
tural and nonstructural measures that con-
tractors can take to manage their site for 
compliance. Structural practices might in-
clude silt fence, straw bales or erosion 
control blankets while nonstructural prac-
tices include good housekeeping proce-
dures and making subcontractors aware 
of the importance of using a designated 
construction entrance.  
 
Erosion Control vs. Sediment Control 
Erosion control is the use of practices that 
prevent  the land surface from being worn 
away by wind or water while sediment 
controls serve as the last line of defense 
to keep soil from moving or settling offsite. 
It is usually cheaper and easier to prevent 
erosion than to manage sediment. 
 
Choosing suitable erosion & sediment 
control, proper installation, ongoing in-
spections and maintenance are the keys 
to achieving and continuing compliance. 
 
Cleanup is costly and time consuming. In 
erosion and sediment control, “an ounce 
of prevention is worth a pound of cure”.  

Good housekeeping, proper inspections and 
maintenance take time and effort but are 
always more cost effective than cleanups, 
repairs, penalty fees and lost work time. 
 
When in doubt, contact the  
Environmental Manager  
(Erica Williams 309.524.2363) 
or Environmental Technician  
(Kurt Haiar 309.524.2364) for assistance. 

Before cleanup. 

During cleanup, same site. 

After cleanup. 

Buried storm pipe 


